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HEAD OFFICE AND PLANT 
 

Zona Industrial - Pau Queimado 

2870 - 100 Montijo  

 

 

Tel.: 212 327 100 

 

 

NORTH TRADE DELEGATION 
 

Rua da Venda Nova, 24 

4415 - 366 Pedroso 

 
 

Tel. 229 961 664 | 227 860 860  

 

 

CENTER TRADE DELEGATION 
 

Armazéns Vales Pedrulha – Arm. 11, Piso 0 

Zona Industrial da Pedrulha 

3020 - 320 Coimbra 
 

Tel. 239 492 356 

 

 

LISBON/IMPERLIS TRADE DELEGATION 
 

Rua Estevão de Amarante, 4 – Ramada 

2675-785 Odivelas  

 
 

Tel. 219 334 986  

 

 

SOUTH TRADE DELEGATION 
 

EN 125 - Parque Industrial Bela Mandil - 

Armazém 1 

8700 - 172 Olhão 
 

Tel. 289 703 396  

 

 

 

IMPERKOTE® F   
 

Product Description 
 

Constitution: 

It is a non-ionic bituminous emulsion with a pasty appearance, soluble in water and mixable with sand, cement, gravel, 

mineral fibres, etc. It consists of bitumen and additives, being filled in with colloidal mineral emulsifiers that assure its 

stability. 
 

Once the emulsion is dried, by evaporation of the aqueous phase, a continuous layer is achieved, which does not flow at 

high temperatures and remains unchanged even in prolonged contact with water. 

 

Presentation: 

Packages of 5 Kg - Pallets with 96 canisters 

Packages of 25 Kg - Pallets with 24 canisters 

Packages of 200 Kg - Pallets with 4 drums 

 

Technical Characteristics: 

CHARACTERISTICS VALUES UNIT TESTING METHOD 

Density (at 25 ºC) 1.0 - 1.1 g/cm3 CQ-PO-11 

Waste due to evaporation 44 to 50 % in mass CQ-PO-39 

Flammability Non-flammable - - 

Combustibility Non-combustible - - 

Drying time < 24 Hours - 

         

Use: 
 

As a primer, in waterproofing. Applying a single coat, diluted with 1/3 of water to 2/3 of emulsion. 
 

Protection to ground humidity or direct contact with water without pressure, on concrete or masonry regularized surfaces, on 

walls, support walls and basements of buildings. Apply, on the outer face, at least two coats with a consumption of about 1 

kg/m2 per layer and the second coat being applied after drying the previous coat. For better impregnation on porous surfaces, 

an additional diluted primer, with 1/3 of water to 2/3 of emulsion, may be applied. For better protection of buried-wall 

moisture, a proper drainage is very important. 
 

In agriculture, as protection of pruning cuts. 
 

Application: 
 

Before being applied, the surface should be clear from dust, grease, oils or any other material that may harm its normal 

application and adherence. 

It can be applied with a roller or gun with a minimum pressure of 8 bar. 
 

   •  
 

Maintenance and Storage Recommendations: 
 

Avoid falls and knocks. 

Transport and store tins vertically, always protected from the weather – i.e. sun, rain, frost, hail, snow. 

Under these conditions and with a tamper-proof tin, the product should be stored for approximately 1 year after its respective 

filling date. 

For more specific information on transportation, handling and other characteristics, please see the Safety Specifications 
 

  
Eco Recommendations: 
 

The selective separation and the forwarding of the waste from the application of these products are of the sole responsibility 

of the applier or user, in accordance with applicable legislation. 
 

 

Due to the use of raw materials from a natural source, the product may present slight color variations, keeping all other 

characteristics unchanged. 
 

The values presented in these technical specifications are the result of quality control tests carried out by Imperalum (ISO 9001). 

Imperkote is a registered Imperalum trademark. 


